
 
OPUS LUBRICANTS PRODUCT DATA  
 

HYDROCARBON CLEANER 
 
Properties Units Value Test Method 
 
Aromatic Content, max 

 
mg/Kg 

 
100 

 
UV1 

 
Benzene Content 

 
mg/Kg 

 
Typical < 3 

 
GC2 

 
Bromine Index, max 

 
mg/Kg 

 
50 

 
ASTM D2710 

 
Colour, Saybolt, min 

  
+30 

 
ASTM D2710 

 
Distillation range 50% 

 
°C 

 
177-187 

 
ASTM D86 

 
Distillation, dry point, max 

 
°C 

 
193 

 
ASTM D86 

 
Distillation, initial point, min 

 
°C 

 
173 

 
ASTM D86 

 
Flash Point, Pensky 

 
°C 

 
54-63 

 
ASTM D93 

 
FTIR, min 

 
% 

 
99.5 

 
QCM 09 

 
Sulphur content, max 

 
mg/Kg 

 
1 

 
ASTM D5453 

 
Viscosity @ 25°C 

 
mm²/s 

 
1.45 

 
ASTM D7042 

 
Aniline point 

  
Typical 80 

 
ASTM D611 

 
Appearance 

  
Typical CBL 

 
QCM 01 

 
Density @ 15°C 

 
Kg/dm³ 

 
Typical 0.760 

 
ISO 12185 

 
Evaporation rate (N Bu Ac=100) 

  
Typical 7.9 

 
EC-M-FO1 

 
Refractive Index @ 20°C 

  
Typical 1.424 

 
ASTM D1218 

 
Surface tension @ 25°C 

 
mN/m 

 
Typical 23.7 

 
EC-M-FO2 

 
Viscosity @ 25°C 

 
mPa.s 

 
Typical 1.09 

 
ASTM D7042 

 
Revision Date: June 2016 
 
Ferguson & Menzies Ltd 
312 Broomloan Road 
GLASGOW 
G51 2JW 
Tel:  0141 445 3555 
Fax:  0141 425 1079 
E-Mail: info@fergusonmenzies.co.uk 
Web:  www.fergusonmenzies.co.uk 


