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SYNOPUS NOVA F 0W/30 LOW SAPS 
 
Description 
 
Synopus Nova F 0W/30 is a Low Saps Synthetic multigrade engine oil manufactured using 
high quality additives and base oils for the latest generation Ford Euro 6 diesel engines 
requiring Ford WSS M2C-950A and JLR 03.5007 
The additive technology coupled with synthetic base fluids also ensures a high level of 
component protection and cleanliness when operating in severe conditions with extended drain 
intervals and helps to reduce wear in stop/start operation.  
 
Application 
 

 Developed for use in passenger cars and commercial vehicles with normally aspirated or 
turbo-charged petrol or diesel Euro 6 and Euro 5 engines requiring a Low Saps engine 
oil. 

 Specially developed for Ford WSS M2C-950A engine oil specification. 
 
Performance Levels 
 

 ACEA: C2 
 Ford WSS M2C-950A 
 JLR 03.5007 

 

 
 
 
 

Benefits  
 

 Improved fuel economy.   
 Low volatility.     
 Very high viscosity index. 
 Excellent cold starting characteristics. 
 Better thermal stability, improved engine cleanliness. 

 
Technical Data  
 
SAE      0W/30     
 
Specific Gravity  @   15C (typical) 0.849     
Kinematic Viscosity  @ 100C cSt  9.60     
                                  @   40C cSt  53.00     
Viscosity Index    198    
Flash Point (COC C)    205    
Pour Point C     -42 
Sulphated Ash %wt    <0.8 
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